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’’TOUCH WITH PELLECURTEX’’ 
Technical information and recommendations contained herein, is reliable, but conditions and methods 
of use of our products are beyond our control not imply any warranty. We recommend to use to our 

customer after identified our products and the suitability of proposals of use. Tips on the use of our 

products be interpreted in terms of encouraging infringement of patent rights of others. 

 

 
 

PELLE CURTECIN TOP 3025 
 

 
CHARACTERISTIC 
Anionic aliphatic polyurethane. 

 

TECHNICAL  FEATURES  

 

Appearance                    :   Transparent liquid 

Active matter (%)          :    30±1 

pH       :    7,5-8,5 

Film structure  :     Hard  

 

PROPERTIES AND APPLICATION 

PELLE CURTECIN TOP 3025, high brightness and elasticity, very good 

spread, with a very high degree of purity of the final coat of clear polyurethane 

and glossy It is applied by roller coat or airless guns. It should be avoided 

derivative of oils, wax and fillers the overlays. Last covering should be used alone 

without diluting. 

 

STORAGE    

Original container, and +5 / +40 ° C standard storage conditions, without opening 

the sealed cover can be stored for a period of 12 months. Product must be 

protected from extreme heat and cold. 

 

PACKAGING 

Bulk in 30 and 60 kg polyethylene drums. 

 


