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“TOUCH WITH PELLECURTEX” 

Technical information and recommendations contained herein, is reliable, but conditions and 

methods of use of our products are beyond our control not imply any warranty. We recommend to 
use to our customer after identified our products and the suitability of proposals of use. Tips on the 

use of our products be interpreted in terms of encouraging infringement of patent rights of others. 
 

 

PELLE CURTENOL A 

CHARACTERISTIC 

Special Fatliquiring Agent for Furry 

Chemical Structure    :   Mixture of sulphited and synthetic oils 

Apperance                   :   Clear oil at 20 ° C (viscous and cloudy at 15 ° C and 

below) 

Concentration (%)      :   68,0 – 72,0 

pH ( 10 % in water )    :   6,0 - 7,5 

  

PROPERTIES AND APPLICATION   

CURTENOL A is a lubricant developed for the production of fur products. 

Since its emulsions are very stable (up to 48 hours), it can be used in tanning 

baths (chrome, alum, zirconium, aldehydes, etc.). 

Furs lubricated with CURTENOL A get very high levels of softness and touch. 

 

STORAGE   

In a cool and dry place in original packaging, can be stored for a period of one 

year. Product must be protected from excessive heat and cold. 

 

PACKAGING   

120 kg drums. 


